
CaracterísticasCaracterísticas

- Foco Infrarrojo para exterior con un alcance de 120m y apertura de 60º.
- Dispone de 15 Super Leds que emiten luz de 850nm de longitud de onda.
- Potencia 15W.
- Protección IP66.
- Sensor CDS a 10Lux para encendido/apagado automático del foco.
- Alimentación a DC12V/AC24V y Consumo DC1200mA/AC950mA.
- Alimentación PoE.
- Dimensiones y peso: Φ157x228mm / 2.33Kg.

Productos AlternativosProductos Alternativos
PFM522P-D1-IR 
IIR-50850-SR 
LIR-IC88-PoE 
LTIA07-W15-U 
LIR-CB32 

https://www.ibdglobal.com/shop/product/lir-ib88-poe-foco-infrarrojo-120m-60o-15-super-leds-850nm-ip66-poe-19764

LIR-IB88-PoELIR-IB88-PoE
Foco Infrarrojo 120m 60º 15 Super Leds 850nm IP66 PoEFoco Infrarrojo 120m 60º 15 Super Leds 850nm IP66 PoE
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https://www.ibdglobal.com/shop/product/pfm522p-d1-ir-foco-ir-50m-20o-20leds-850nm-ip66-ik10-17847
https://www.ibdglobal.com/shop/product/iir-50850-sr-foco-ir-illuminator-5000-sr-de-corto-alcance-850nm-17445
https://www.ibdglobal.com/shop/product/lir-ic88-poe-foco-infrarrojo-180m-40o-15-super-leds-850nm-ip66-poe-19765
https://www.ibdglobal.com/shop/product/ltia07-w15-u-foco-de-6-leds-luz-blanca-15m-120o-220vac-ip66-nema-4x-15120
https://www.ibdglobal.com/shop/product/lir-cb32-spot-infrarouge-55m-60o-55leds-850nm-ip66-3956
https://www.ibdglobal.com/shop/product/lir-ib88-poe-foco-infrarrojo-120m-60o-15-super-leds-850nm-ip66-poe-19764
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