
CaracterísticasCaracterísticas

* Los parámetros que aparecen a continuación sólo pueden aplicarse a la serie 1200-S6-IL.
* Para poder utilizar la cámara Smart Dual Light HDCVI, el firmware de XVR debe actualizarse a
V4.001.0000004.1.R.220323 o una versión posterior.
- Resolución hasta 1080P@25IPS.
- Óptica fija de 2.8mm (102°x60°x129° (HxVxD)), F2.0.
- Opciones de salida de video de HDCVI, AHD, HDTVI y CVBS por un puerto BNC.
- IR y luz blanca. Iluminación Dual 2xLED40m/2xIR40m.
- 1 canal de entrada de audio. Micro integrado.
- Alimentación / Consumo: 12Vdc (Max 4.1W (LED on)).
- Dimensiones y peso: 198.4x80.2x76.2mm / 0.29Kg.

Productos AlternativosProductos Alternativos
HAC-HDW1801TLM-IL-A-0280B-S2 
HAC-HFW1239TLM-IL-A-0280B 
HAC-HFW1200TLM-IL-A-0360B-S6 
HAC-HFW1509TLM-IL-A 

AccesoriosAccesorios
PFA130-E 
PFA134 

https://www.ibdglobal.com/shop/product/hac-hfw1200tlm-il-a-0280b-s6-tubular-hdcvi-4en1-2m-1080p-iluminacion-dual-

led40m-ir40m-2-8mm-ip67-mic-19436

HAC-HFW1200TLM-IL-A-0280B-S6HAC-HFW1200TLM-IL-A-0280B-S6
Tubular HDCVI 4EN1 2M 1080P Iluminación Dual LED40m/IR40mTubular HDCVI 4EN1 2M 1080P Iluminación Dual LED40m/IR40m
2.8mm IP67 MIC2.8mm IP67 MIC
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https://www.ibdglobal.com/shop/product/hac-hdw1801tlm-il-a-0280b-s2-domo-hdcvi-4en1-4k-full-color-wdr-iluminacion-dual-led20m-ir20m-2-8mm-ip67-mic-18946
https://www.ibdglobal.com/shop/product/hac-hfw1239tlm-il-a-0280b-tubular-hdcvi-4en1-2m-1080p-full-color-wdr-iluminacion-dual-led40m-ir40m-2-8mm-ip67-mic-17551
https://www.ibdglobal.com/shop/product/hac-hfw1200tlm-il-a-0360b-s6-tubular-hdcvi-4en1-2m-1080p-iluminacion-dual-led40m-ir40m-3-6mm-ip67-mic-19386
https://www.ibdglobal.com/shop/product/hac-hfw1509tlm-il-a-tubular-hdcvi-4en1-5m-full-color-wdr-iluminacion-dual-led40m-ir40m-3-6mm-ip67-mic-17557
https://www.ibdglobal.com/shop/product/pfa130-e-caja-conexiones-impermeable-para-hfw4-5-6-10-11-hdw1-2-4-5-6-7-8-2850
https://www.ibdglobal.com/shop/product/pfa134-caja-conexiones-para-hfw1-2-4-5-hac-me1-3608
https://www.ibdglobal.com/shop/product/hac-hfw1200tlm-il-a-0280b-s6-tubular-hdcvi-4en1-2m-1080p-iluminacion-dual-led40m-ir40m-2-8mm-ip67-mic-19436

	HAC-HFW1200TLM-IL-A-0280B-S6
	Tubular HDCVI 4EN1 2M 1080P Iluminación Dual LED40m/IR40m 2.8mm IP67 MIC


